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Rock Pros Natural, when specified on landscape plans, is a blend of larger rocks down to crusher fines intended to 

replicate the surrounding native, undisturbed landscape surface, while allowing germination of native seed and proposed 
plantings. The intent of the specification is to assist the contractor in understanding how disturbed areas outside the 
hardscape limits are to be treated and restored with the application of Rock Pros Natural. Size, color, and density are 
specified by the landscape architect or engineer. Rock Pros Natural should not be treated with pre-emergent unless 
specified. The goal of the Rock Pros Natural specification is to allow regeneration of native seed mix, while creating a 
naturalistic aesthetic.  

SIEVE  SIZE % PASSING 

18in. 100 

8in. 100 

3in. 90 - 100 

1in. 58 - 77 

1/4in. 35 - 65 

#40 5 - 25 

#100 0 - 20 

#200 0 - 12 

SIEVE  SIZE % PASSING 

18in. 100 

8in. 100 

3in. 90 - 100 

1in. 55 - 75 

1/4in. 25 - 55 

#40 5 - 20 

#100 0 - 25 

#200 0 - 10 

SIEVE  SIZE % PASSING 

18in. 100 

8in. 100 

3in. 90 - 100 

1in. 40 - 70 

1/4in. 15 - 35 

#40 5 - 20 

#100 0 - 12 

#200 0 - 10 
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Rock Pros Natural, when specified on landscape plans, is a blend of larger rocks down to crusher fines intended to 

replicate the surrounding native, undisturbed landscape surface, while allowing germination of native seed and proposed 
plantings. The intent of the specification is to assist the contractor in understanding how disturbed areas outside the 
hardscape limits are to be treated and restored with the application of Rock Pros Natural. Size, color, and density are 
specified by the landscape architect or engineer. Rock Pros Natural should not be treated with pre-emergent unless 
specified. The goal of the Rock Pros Natural specification is to allow regeneration of native seed mix, while creating a 
naturalistic aesthetic. 

SIEVE  SIZE % PASSING 

18in. 100 

8in. 95 - 100 

3in. 75 - 95 

1in. 55 - 75 

1/4in. 30 - 60 

#40 5 - 25 

#100 0 - 15 

#200 0 - 10 

SIEVE  SIZE % PASSING 

18in. 100 

8in. 90 - 100 

3in. 55 - 80 

1in. 40 - 70 

1/4in. 20 - 45 

#40 5 - 20 

#100 0 - 15 

#200 0 - 10 

SIEVE  SIZE % PASSING 

18in. 100 

8in. 90 - 100 

3in. 50 - 75 

1in. 35 - 60 

1/4in. 20 - 40 

#40 1 - 20 

#100 0 - 12 

#200 0 - 10 
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SPECIFICATIONS 

430.11.1 ROCK PROS NATURAL:   as called for on the plans and furnished by ROCK PROS USA is a blend 
of sizes from larger rock down to fines that is intended to match the surrounding undisturbed native desert floor. 
The intent of this specification is to assist the contractor in understanding how areas outside of the hardscape 
limits that are disturbed during the construction process are to be treated and restored with an application of 
Rock Pros Natural. Size, Color, and Rock Concentration / Density shall be identified on the plans by the Landscape 
Architect or Engineer.  

In areas of high or concentrated storm water flows, the use of larger angular stone may be placed in areas to 
assist in controlling erosion.  The size shall be determined by the engineer and will be called for on the Civil 
Engineering sheets.  The Rock Pros Natural blend specified herein is for all disturbed areas outside and adjacent 
to those civil engineering drainage areas.  

The contractor shall prepare a sample area on-site of no less than 20 feet by 20 feet to demonstrate the 
application and blend of Rock Pros Natural in accordance with the desired look and spec. This sample area shall 
be approved by the Engineer or Landscape Architect prior to any other applications. The intent of Rock Pros 
Natural is to create a natural appearance, matching the surrounding ground plane while not preventing the 
application and germination of the native seed mix.  

Rock Pros Natural areas are not to be treated with any pre-emergent. The intent and goal of these areas is to 
allow the native desert seed (see seed mix) to germinate and re-establish itself in these disturbed areas.   

Price of bid shall include all labor, sub-grade preparation, materials and equipment necessary to provide and 
place Rock Pros Natural in accordance with the plans, details, and these Special Provisions.  

APPLICATION: 

To be broadcast onto the treatment areas very randomly. Do not “Place” the larger rocks on top. This will give 
the illusion on being synthetic or manmade. The thickness should be rather uniform in depth of 2” to 4” or 
adjusted for larger sizes. The product will come pre-blended to the site. Do not attempt to spread by ranking. 
This will only segregate the larger aggregate from the smaller aggregate. The material must be sprinkled by 
shovel or tractor bucket. Finite spreading should be done by shovel (not rake).  

REQUIREMENTS: 

Contractor shall provide a certificate/letter of compliance from the material supplier ensuring that the material 
meets the gradation requirements as specified per the gradation chart of size and density.  

https://www.rockprosusa.com/

